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cross-sectional area (minimum dimen-
sion shall be two inches) located above 
the appliance(s) and terminating out-
side the manufactured home, or by list-
ed mechanical ventilating equipment 
discharging outside the home, that is 
installed in accordance with the terms 
of listing and the manufacturer’s in-
structions. Gravity or mechanical ven-
tilation shall be installed within a hor-
izontal distance of not more than ten 
feet from the vertical front of the ap-
pliance(s). 

(f) Mechanical ventilation which ex-
hausts directly to the outside atmos-
phere from the living space of a home 
shall be equipped with an automatic or 
manual damper. Operating controls 
shall be provided such that mechanical 
ventilation can be separately operated 
without directly energizing other en-
ergy consuming devices. 

[49 FR 32012, Aug. 9, 1984, as amended at 58 
FR 55018, Oct. 25, 1993]

§ 3280.711 Instructions. 
Operating instructions shall be pro-

vided with each appliance. These in-
structions shall include directions and 
information covering the proper use 
and efficient operation of the appliance 
and its proper maintenance.

§ 3280.712 Marking. 
(a) Information on clearances, input 

rating, lighting and shutdown shall be 
attached to the appliances with the 
same permanence as the nameplate, 
and so located that it is easily readable 
when the appliance is properly in-
stalled or shutdown for transporting of 
manufactured home. 

(b) Each fuel-burning appliance shall 
bear permanent marking designating 
the type(s) of fuel for which it is listed.

§ 3280.713 Accessibility. 
Every appliance shall be accessible 

for inspection, service, repair, and re-
placement without removing perma-
nent construction. For those purposes, 
inlet piping supplying the appliance 
shall not be considered permanent con-
struction. Sufficient room shall be 
available to enable the operator to ob-
serve the burner, control, and ignition 
means while starting the appliance. 

[58 FR 55018, Oct. 25, 1993]

§ 3280.714 Appliances, cooling. 
(a) Every air conditioning unit or a 

combination air conditioning and heat-
ing unit shall be listed or certified by a 
nationally recognized testing agency 
for the application for which the unit 
is intended and installed in accordance 
with the terms of its listing. 

(1) Mechanical air conditioners shall 
be rated in accordance with the ARI 
Standard 210/240–89 Unitary Air Condi-
tioning and Air Source Unitary Heat 
Pump Equipment and certified by ARI 
or other nationally recognized testing 
agency capable of providing follow-up 
service. 

(i) Electric motor-driven unitary 
cooling systems with rated capacity 
less than 65,000 BTU/Hr when rated at 
ARI Standard rating conditions in ARI 
Standard 210/240–89 Unitary Air-Condi-
tioning and Air-Source Heat Pump 
Equipment, shall show energy effi-
ciency (EER) values not less than 7.2. 

(ii) Heat pumps shall be certified to 
comply with all the requirements of 
the ARI Standard 210/240–89 Unitary 
Air Conditioning and Air Source Uni-
tary Heat Pump Equipment. Electric 
motor-driven vapor compression heat 
pumps with supplemental electrical re-
sistance heat shall be sized to provide 
by compression at least 60 percent of 
the calculated annual heating require-
ments for the manufactured home 
being served. A control shall be pro-
vided and set to prevent operation of 
supplemental electrical resistance heat 
at outdoor temperatures above 40 F, 
except for defrost operation. 

(iii) Electric motor-driven vapor 
compression heat pumps with supple-
mental electric resistance heat con-
forming to ARI Standard 210/240–89 Uni-
tary Air-Conditioning and Air-Source 
Heat Pump Equipment shall show coef-
ficient of performance ratios not less 
than shown below:

COP 

Temperature degrees
fahrenheit 

Coefficient of 
performance 

47 ..................................................................... 2.5 
17 ..................................................................... 1.7 
0 ....................................................................... 1.0

(2) Gas-fired absorption air condi-
tioners shall be listed or certified in 
accordance with ANSI Standard 
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